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D108 Series Circular Electric Connector

Snecma Group Co.,Ltd.  Email: sales@snecma.cc  Tel: 00852-69486797  Fax: 00852-31828577

D108 Series Circular Electric Connector
Brief introduction

 ■ Contacts: 5pins
 ■ Light weight; fast insert and extract
 ■ Removable contacts, easy for maintenance
 ■ With waterproof and dustproof structure
 ■ Application: auto sport, automotive, etc.
 ■ Standard: E/SC-A(3)19-2008 

Specification
 ■ Temperature range: -55℃ to +175℃
 ■ Vibration: 147 m/s2, 10 to 2000 Hz
 ■ Contact retention: 45 N
 ■ Test voltage: 1200 Vrms
 ■ Contact resistance ≤ 15 mΩ
 ■ Insulation resistance (at 500 Vdc)   5000 MΩ
 ■ Rating current: 3 A
 ■ Sealed standard: IP68
 ■ Salt spray: 96 hours
 ■ Durability: 500 times

How to order

D108- 5 PI/RH

   ①      ②  ③
① D108: Serial number
② Contacts: 5pins
③ Connector and contact type:
 PI- pin in plug
 RH- socket in receptacle

Connector materials and surface treatment
Contacts copper alloy 1. copper plating→ 2. nickel plating→ 3. gold plating

Outer Shell PEI
Insulator PPS

Sealed parts Silicone rubber

Product solid picture
 ■ Plug
 ■ D108-5PI     

Appearance dimension

Plug (D108-5PI)

D108 Series Circular Electric Connector 
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D109 Glass-sinter Sealed Circular Connector
Brief introduction

 ■ Contacts: 2 pins
 ■ Glass-sinter sealed
 ■ Withstand high temperature and high voltage
 ■ Application: oil exploration and other harsh environment application
 ■ Standard: E/SC-A(3)29-2006  

Specification
 ■ Withstand voltage ≥ 1200 Vrms
 ■ Insulation resistance ≥ 5000 MΩ ( 500 Vdc)
 ■ Leakage: 1×10-9 Pa•m3/S
 ■ Salt spray: 96 hours

How to order

D109- 2  PI/RH

   ①   ②    ③
① D109- Serial number
② Contacts: 2 pins
③ Connector and contact type: 
 PI- pin in plug
 RH- socket in receptacle

Connector materials and surface treatment

Contacts alloy 1. nickel plating → 2. gold plating
Outer shell anti heat stainless steel
Insulator glass powder

Product solid picture
 ■ Plug
 ■ D109-2 PI 

Appearance dimension

Plug (D109-2 PI)
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R037 Series Rectangular Microminiature Connector

R037  Series Rectangular Microminiature Connector

Brief introduction
 ■

 ■
 ■

 2 	～ 	2 	
 

 Specification 
 ■
 ■
 ■

 ■
 ■

 ■  

 ■
 ■
 ■

Contact arrangements
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How to order 

R037 -

① ② ③ ④ ⑤ ⑥ ⑦ ⑧

①	
②	
③	 	 	 	 	 	 	
④	
	⑤
	 	 	 	 	 	 	 	⑥
	 	 	 	 	

	 	
⑦

	 	 	 	 	
 	 	 	  
	 	 	

⑧

	 	 	 	
 	 	 	 	 	

 

  

Product solid picture

Mounting hole dimension

Appearance after mating

Appearance dimension
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R037-4H5PIJ

R037-4H5PIJ

R037-4H5RHJB

R037-4H5RHJB

Mounting method for receptacle:B-panel type,L-cable type

Type of connector:P-plug,R-receptacle
Type of low frequency:I-pin,H-socket

No designation-crimp contact,J-solder contact

Special contact type:H-high power contact

Type of termination type:

Quick insertion and extraction
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H02 Bus PCB Connector

Brief Introduction
 ■ 	 	 	 	 	 	 	 	 	 	 	 	 	 	 	 		
  

 ■ This connector system can controll the connector impedance well and can meet users? request  for  hi gh-s peed   
transmission	via	PCB	connecting.	At	present,	this	connector	system	has	applied	to	the	weapons	and	equipment,	aviation,		
spaceflight, mass storage device, high-end servers and the radio-communication equipment.

 ■ Applying	to	the	high	speed	PCB	connector	of	H02	bus.
 ■ Transmission	rate:	6.25Gbps	,	cross	fire	≤	5%	.
 ■ �o n-pi n?b ackpl ane connect or syst em ,   cont r ol l abl e and char act eri sti c i mpe dance.
 ■ Including differential contact, single end contact, power contact.
 ■ The pin structure also can meet the request of signal integrity.
 ■ Can be applied to 20.3 mm board spacing system.
 ■ Modularization	structure	can	be	arranged	according	to	customer’s	request.
 ■ The whole connector family included singnal module, power module, guide module, cable module.
 ■ 	 	 	 	 	 	 	 	
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H02 bus PCB connector has the incomparable advantages and flexibility for nowadyas high performance circuit, and it 
has been accepted and applied widely by H02 bus interconnection system due to the the diversification and and high 
performance-to-price ratio of stnadard moduld of this series.

Carried standard:detailed specification of H02 bus PCB connector 
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High-power contact and low frequency twist pin 
contacts are mixed assembled

Sectional area of cable core:
0.2mm   0.4mm  (low requency)

2 	～ 	2 	1mm     4mm  (high powered)

	Environment temperature: -55    ~+125℃ ℃	
	

	 	 	
	 2Vibration: 10Hz  2000Hz,196m/s ~

Random vibration: Power spectrum density 

value of total acceleration 

20.4G  /Hz root mean quare 

2Shock: 980m/s ,6ms
Rated current: 5A(low frequency),20A 

 (high-powered)
	 	 	 	≤Contact resistance: 8m    (low frequency)Ω
	 	 	 	≤ 5m    (high-powered)Ω
	 	 Ω

	 	 	
Insulation resistance:
Dielectric strength: 

5000M≥
1500V

Durability: 1000 times

Special contacts:4,6

Low frequency contacts:5,7

R037-4H5

Example

It means that R037 plug, there are four special contacts, 
high power contacts, and five low frequency pins,the
termination type is solder.

R037-4H5PIJ

23.1G

Serial No.:R037
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